§444.14

EFFLUENT LIMITATIONS 1
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PRETREATMENT STANDARDS '—Continued

: Maximum : Maximum
Regulated Maximum Regulated Maximum
par%meter daily mg\rlléhly par%meter daily mg\rlléhly
TSS e 113,000 34,800 57 32
Arsenic . 84 72 2.3 13
Cadmium 71 26 13 8
Chromium 25 14 60 22
Copper .... 23 14 82 54
I,\'Ae;?:u'& 25:7,, 132 1 Micrograms per liter (ppb)
Silver ....... 13 8
Titanium 60 22 §444.17 New source performance
zinc ... 82 54 standards (NSPS).
® [G)

1 Micrograms per liter (ppb)
2Within the range 6 to 9.

§444.14 Effluent limitations attainable
by the application of the best con-
ventional pollutant control tech-
nology (BCT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the application of
BCT: Limitations for TSS and pH are
the same as the corresponding limita-
tion specified in §444.13.

§444.15 Effluent limitations attainable
by the application of the best avail-
able technology economically
achievable (BAT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the application of
BAT: Limitations for arsenic, cad-
mium, chromium, copper, lead, mer-
cury, silver, titanium and zinc are the
same as the corresponding limitation
specified in §444.13.

§444.16 Pretreatment standards for

existing sources (PSES).

Except as provided in 40 CFR 403.7
and 403.13, any source that introduces
wastewater pollutants into a POTW
must comply with part 403 and achieve
the following pretreatment standards:

PRETREATMENT STANDARDS 1

Regulated Maximum Mrr?ghThlf?

parameter daily avg.
Arsenic .... 84 72
Cadmiu 71 26
Chromium 25 14
COPPET eoiiiiiiieiieieeee e 23 14

Any new source subject to this sub-
part must achieve the following per-
formance standards: Standards for
TSS, arsenic, cadmium, chromium,
copper, lead, mercury, silver, titanium,
zinc and pH are the same as the cor-

responding limitation specified in
§444.13.
§444.18 Pretreatment standards for

new sources (PSNS).

Except as provided in 40 CFR 403.7,
any source that introduces wastewater
pollutants into a POTW must comply
with 40 CFR part 403 and achieve the
following pretreatment  standards:
Standards for arsenic, cadmium, chro-
mium, copper, lead, mercury, silver, ti-
tanium and zinc are the same as the
corresponding limitation specified in
§444.16.
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